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MSV Series High Flow Filter Housings
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Housing Specifications

Performance Specifications

Materials of Construction:
•    Head and Shell: 304, 316 or 316L Stainless Steel
•    Connections:  304, 316 or 316L Stainless Steel
•    Internal Components: 304, 316 or 316 L Stainless Steel
•    Swing Eye Bolts: 304 Stainless Steel or Zinc Carbon Steel
•    Shell O-rings:  Standard: EPDM 
                                              Optional:   Viton, Teflon Encapsulated Viton, Silicone
 
Connections:
•    Inlet/Outlet:                3”-12” (88.9mm – 323.9mm) ANSI Flanged
•    Vent:                          1” (33.4mm) NPT
•    Drain:                              1.5” (48.3mm) NPT
•    Gauge:                            1/4” (13.7mm ) NPT
•    Optional Connection: JIS, DIN Flanged

150 psig Design Pressure Permits Use in a Wide Range of
Applications

Models Available to Accept 12 to 147 Round of 20”, 30”, 40”, 50” 
Cartridges Allows for Optimum System Design

304, 316 and 316L Stainless Steel Materials of Construction

Innovative Sealing System Accepts Single Open End or Double 
Open End Cartridges Allowing Maximum Flexibility in Filter 
Cartridge Selection

Swing Eye Bolt Closure Design for Added Durability and Quick 
Cartridge Change-Out

ASME Code Section VIII Division I, U Stamp Available

Housings can be Designed for Reverse Flow Applications

Higher Pressure or Customized Designs Available

150 psig, Multi-Cartridge Industrial Filter Housings for High Flow Applications

•    Maximum Operating Pressure: 150 psig (10.3 bar) @200°F (93°C) in Liquid Service

Construction:
•    Standard: Non Code
•    Optional:  ASME UM Stamp, ASME U Stamp
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DOE 
3 = SOE with 222
O-rings, Flat
Closed End 
8 = SOE with 222
O-rings , Fin End 
7 = SOE with 226
O-rings, Fin End

Standard
NC = Non Code

 UM = UM Stamp
 U = U Stamp

150F= Flange
304 = 304SS 
316 = 316SS 

316L = 316LSS

3", 4", 6", 8", 
10", 12”

2 = 20" 
3 = 30"
4 = 40" 
5 = 50"

MSV

24, 36, 54, 
66, 108,

156, 276,...
588
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Dimensional Data

Ordering Information 
A-

Flange 
Type

  A=ANSI
J=JIS

 D=DIN


